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BECAUSE NO IDEA CAN EVER BE TOO BIG.

Both sides printable textiles blockout,
ideal for UV- and Latex print.

At a glance - Material Features

* Environmentally friendly, 100% PVC-free,
REACH compliant, free of heavy metal

* Smooth textile surface with flocking

» High bending resistance and foldability

» Exceptional print with digital UV and Latex inks

» Expressively brilliant print

» Processing with soft keder

» Flame retardant according to DIN 4102 B1,
EN 13501-1

Application examples

» Aluminium frame systems with silicone keder
« Exhibition booth construction

 construction

« Wall coverings

» Both sides printed advertising banners for
indoor applications

Beidseitig bedruckbares, textiles blockout
fur den UV- und Latex-Druck.

Auf einen Blick - Materialeigenschaften

Umweltfreundlich, 100% PVC-frei,
REACH konform, schwermetallfrei

Weich beflockte Oberflache mit textiler Struktur
Extrem knickunempfindlich und faltbar

Ideal fir den Druck mit UV- und Latex Tinten
Brillantes Druckbild

Konfektionierung mit Weichkeder
Schwerentflammbar nach DIN 4102 B1 und

EN 13501-1

Anwendungsbeispiele

Alurahmen mit Silikonkeder
Messebau

Buhnenbau

Wandbespannungen vor unruhigen
Hintergrinden

Beidseitig bedruckte Werbebanner im
Innenbereich
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Application Article Coating

digitex® opaque B1

Weight

320 g/m?

Tensile strength

PVC-free

450/850 N/5 cm up to 310 cm

blockout Ref. H7880-0027 acrylic 9 ozlyd? 51/97 Ibs/inch up to 126 inch oo
&= ¢
—

HE Y blue

DISCOVER THE MANY FACES OF FABRIC | MORE INFORMATION:

Heytex Bramsche GmbH | phone +49 5468 7774 321 | heysign@heytex.com | www.heytex.com

© Heytex Bramsche GmbH | Images: CLEAN Fotostudio | shutterstock - mtlapcevic | Version 2016.07



